
Grazie all’esperienza maturata negli 
anni dai tecnici della divisione 
“HEATING MACHINERY” di HTE, è 
stato possibile progettare e realizzare 
una linea di geneartori di aria calda 
della tipologia a “Stazionamento 
fisso”, aventi elevate potenzialità 
termiche, che ne permettono l’utilizzo 
in grandi ambienti serricoli ovvero per 
applicazioni speciali. Vengono infatti 
utilizzati quando c’è la necessità di 
riscaldare più navate di serra con un 
limitato numero di macchine oppure 
posizionati sulle testate della serra e 
dotati di opportune canalizzazioni 
dell’aria per il riscaldamento basale 
delle coltivazioni.

Thanks to the experience gained over 
the years by the technicians of HTE 
“HEATING-MACHINERY” division, it 
has been possible to design and create 
a line of air heaters of “Fixed 
stationing” type, with high thermic 
power, which allow the use in large 
greenhouses or for special 
applications.
They are in fact used when there is the 
necessity of heating several bays of a 
greenhouse with a limited number of 
machines, or positioned on the ends of 
the greenhouse and are provided with 
appropriate air ducts for the basal 
heating of the crops.
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Linea HIGH-POWER
HM/C

Generatore di aria calda a scambio indiretto, composto da 
involucro esterno in lamiera zincata e preverniciata a doppia 
intercapedine, scambiatore di calore a tre giri di fumo, con: 
camera di combustione e tubi di fumo in acciaio inox AISI 430; 
porte di ispezione; imbocco per attacco camino e piastra per 
applicazione bruciatore. 

• Concepito per essere utilizzato nella versione    
 “CARRELLATA” con ruote in gomma, oppure nella   
 versione “FISSA” per applicazioni speciali
• Disponibile nella versione a gasolio oppure a gas    
 naturale (Metano) o GPL
• Corredato di ventilatore singolo o multiplo di tipo    
 centrifugo (Cubic)
• Accessoriato con vari sistemi di uscita aria calda sulla   
 base delle esigenze specifiche (Uscita superiore singola   
 o multipla/ Uscita superiore con griglie direzionali/   
 Doppia uscita dal basso per riscaldamento basale)
• Studiato per riscaldare ampie superfici di serra oppure   
 particolari zone di coltivazione
• Dotato di alta resistenza meccanica dei vari    
 componenti, abbinata a rendimenti termici che superano il 90%
• Progettato e disegnato per agevolare in modo particolare il   
 trasporto e l’installazione

Indirect air heaters, consisting of a self-supporting outer 
casing in prepainted galvanized steel with double sheets, 
heat exchanger with three smokes rounds, complete with: 
combustion chamber and smoke pipes made of AISI 430 
stainless steel; inspection doors; chimney connection and 
burner mounting plate.

• Designed to be used in the “MOBILE” version by rubber  
 wheels, or in the “FIXED” version for special applications
• Available in both oil and gas version (Methane or GPL) 
• Complete with single or multiple centrifugal fun (Cubic)
• Equipped with various hot air outlet systems on the basis  
 of specific needs (Single or multiple top outlet/ Top outlet  
 with directable diffuser/ Double bottom outlet for basal  
 heating)
• Designed to heat large areas of the greenhouse or special  
 grow areas
• Equipped with high mechanical resistance of the various  
 components, combined with thermal efficiency 
 exceeding 90%.
• Designed to facilitate in particular transport and   
 installation 

mm

MODELLO

HM/C16

HM/C20

HM/C25

HM/C30

HM/C20 SF/DF

HM/C25 SF/DF

HM/C30 SF/DF

HM/C35 SF

HM/C45 SF

HM/C50 SF

HM/C60 SF

MODEL

POTENZA TERMICA
NOMINALE

186

232.5

290.7

348.8

230.2

290.7

347.6

415

523.2

581.4

682.5

KW Kcal/h

160.000

200.000

250.000

300.000

198.000

250.000

299.000

357.000

450.000

500.000

587.000

THERMIC POWER

PORTATA
ARIA

13.000

16.000

19000

22.000

16.000

21.000

23.500

31.000

36.000

42.000

50.000

mc/h

AVALILABLE AIR
DISPLACEMENT

2210

2940

3680

4125

4400

5500

7500

9200

11000

11000

15000

POTENZA
ELETTRICA

W

NOM. FAN
MOTOR POWER

200

230

250

250

250

250

250

300

300

350

350

CAMINO
DIAMETRO

CHIMNEY
PIPE

275

345

390

445

650

820

860

1250

1370

1780

1900

PESO

Kg

WEIGHT

DIMENSIONI (BxAxC)

WIDTH, LENGTH x HEIGHT 

mm

900x2100x2000 H

1000x3250x2000 H

1100x3250x2000 H

1200x3500x2000 H

1500x3000x1000 H

1700x3550x1200 H

1700x3550x1200 H

2090x4140x1270 H

2090x4140x1270 H

2500x4620x1500 H

2500x4620x1500 H

230/400

230/400

230/400

230/400

230/400

230/400

230/400

230/400

230/400

230/400

230/400

ALIMENTAZIONE
ELETTRICA

V

VOLTAGE

A B

C


